
GALVANIZED STEEL FIXED 
STORMPROOF BLADE LOUVER

STANDARD FEATURES 

• 18-gauge galvanized frame, 4 1/2" nominal depth

• 20-gauge galvanized steel blades

• Aluminum screen cloth installed in an extruded removable, rewireable 
aluminum frame

• Mill finish

• Architecturally styled, all galvanized steel construction

OPTIONS

Changes to the base design of this louver are available at an additional cost, 
including: 
• Extended sill  
• A variety of bird or insect screens 
• Powder coated finish
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ALUMINUM STATIONARY STORMPROOF BLADE LOUVER

6/27/00
ALUMINUM
STATIONARY
STORMPROOF
BLADES

Standard Construction Frame
4" deep formed .080 aluminum
Blade
Extruded aluminum.080 J type blade, 45° angle,
spaced 4" center to center
Screen
Expanded 18-16 aluminum insect screen in remov-
able frame
Finish
Mill

Features
* Architecturally styled
* All aluminum construction for low maintenance and

high resistance to corrosion
Options
Changes to the basic design of this louver are
available at additional cost. They include:
1. Extended sill
2. A variety of bird or insect screen
3. Selection of finishes: Baked enamel, polyurethane

or anodized.( )
4. Mullions if needed

(Not for A panel or R panel type)
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Standard Construction Frame
4" deep 18 gauge galvanized steel

Blade
20 gauge galvanized steel

Screen
18-16 aluminum insect screen in removable frame.

Finish
Mill

Features
* Architecturally styled
* All galvanized steel construction
• Blade and Jamb Seals

Options
Changes to the basic design of this louver are
available at additional cost. They include:
1. Extended sill
2. A variety of bird or insect screen
3. Selection of finishes: Baked enamel or epoxy color

match.( )
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Standard Construction Frame
4" deep 18 gauge galvanized steel
Blade
20 gauge galvanized steel
Screen
18-16 aluminum insect screen in removable frame.
Finish
Mill

Features
* Architecturally styled
* All galvanized steel construction
• Blade and Jamb Seals
Options
Changes to the basic design of this louver are
available at additional cost. They include:
1. Extended sill
2. A variety of bird or insect screen
3. Selection of finishes: Baked enamel or epoxy color

match.( )

ORDERING INFORMATION
Circle Panel Type Above

Indicate FINISH in Options Above
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NOTE 
Minimum size is 12"x12"

* Includes Interior 
Mounting Angles & 
Exterior Mullions When 
Specified Exterior 
Flashing by Others
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GALVANIZED STEEL STATIONARY LOUVER
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6/27/00
GALVANIZED
STEEL
STATIONARY
LOUVER

Standard Construction Frame
4" deep 18 gauge galvanized steel
Blade
20 gauge galvanized steel, 45° angle, spaced 39⁄16"
center to center
Screen
Expanded 18-16 aluminum insect screen in
removable frame.
Finish
Mill

Features
* Architecturally styled
* All galvanized steel construction
Options
Changes to the basic design of this louver are
available at additional cost. They include:
1. Extended sill
2. A variety of bird or insect screen
3. Selection of finishes: Baked enamel, polyurethane
4. Mullions if needed

(Not for A Panel or R Panel Type)
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NOTE: Any combination 
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