
JOB REFERENCE (if applicable): 	

CUSTOMER NAME: 	

COMPANY (if applicable): 	

£WILL CALL     Phone Number (Req'd): 	

£ SHIP TO:  	   ZIP (Req'd): 	

REQUESTED COMPLETION DATE (MM/DD/ YY): 	

QUANTITY: 	

Please submit the following form and a Metallic Products representative will contact you about your quote.

	 TECHNICAL SPECIFICATIONS Check only one box.

SIZE: 	 Width: 	  	 Height: 	

BLADE TYPE:  Only available with Stationary (fixed) blade.	

OPTIONAL MATERIALS: 	 £ Aluminum

SCREEN:	 £ Yes	 £ No  
		  £ Insect (aluminum screen cloth) 
		  £ Birdscreen (mesh galvanized hardware cloth)

SHAPE: 	 £ Gable	 £ Round

£ No	
£ Polar White 

£ Burnished Slate 
£ Light Stone 

£ Saddle Tan 
£ Ash Gray 

£ Other: 	
POWDER COATED:

PLEASE SEND COMPLETED FORM TO YOUR METALLIC PRODUCTS 
REPRESENTATIVE. Questions? Call us at 800.356.7746 or email info@mpvent.com.

7777 Hollister Street  |  Houston, Texas 77040  |  p 713.856.9696  |  tf 800.356.7746  |  f 713.856.9686  |  mpvent.com 
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REQUEST FOR QUOTE:

ARCHITECTURAL WALL LOUVERS

DATE:

TITLE:

PART:3306 Ella Blvd.
Houston, TX 77018

(713) 688-6624 • 1-800-356-7746
E-mail: info@mpvent.com

4/22/97
FLAT SKIRT

APPLICATION
RIDGE VENT

CV-04 / Rev. 00/00

ALUMINUM FIXED GABLE LOUVER

AL-03 / Rev. 06/00

6/27/00
ALUMINUM

FIXED
GABLE LOUVER

Standard Construction Frame
3" deep formed .080 aluminum

Blade
Extruded aluminum .080 J type blade, 45° angle,
spaced  33⁄4" between blades

Flange Type
Flat flange

Screen
Expanded aluminum birdscreen

Finish
Mill

Features
* Architecturally styled
* All aluminum construction for low maintenance and

high resistance to corrosion

Options
Changes to the basic design of this louver are
available at additional cost. They include:
1. A variety of bird or insect screen
2. Selection of finishes: Baked enamel, polyurethane

or anodized ( )
3. Sheeted above and below
4. Sheeted below only

ORDERING INFORMATION
Indicate FINISH in Options Above

QTY. BASE PITCH OPTIONS

SIDE PROFILES

ACCORDING TO PITCH

BLADE PROFILE

BACK VIEW

BASE DIMENSION

FRONT VIEW

1 1/2"
3"

DATE:

TITLE:

PART:3306 Ella Blvd.
Houston, TX 77018

(713) 688-6624 • 1-800-356-7746
E-mail: info@mpvent.com

4/22/97
FLAT SKIRT

APPLICATION
RIDGE VENT

CV-04 / Rev. 00/00

ALUMINUM ROUND LOUVER
WITH STORM-PROOF BLADES

AL-01 / Rev. 6/00

6/27/00
ALUMINUM
ROUND LOUVER
STORM-PROOF
BLADES

Standard Construction Frame
3" deep formed .080 aluminum

Blade
Extruded aluminum .080 J type blade, 45° angle,
spaced  4" center to center

Screen
Expanded aluminum birdscreen

Finish
Mill

Features
* Architecturally styled
* All aluminum construction for low maintenance and

high resistance to corrosion

Options
Changes to the basic design of this louver are
available at additional cost. They include:
1. A variety of bird or insect screen
2. Selection of finishes: Baked enamel, polyurethane

or anodized ( )
3. Mullions if needed

ORDERING INFORMATION
Indicate PANEL TYPE for weather band

QTY. DIAMETER PANEL TYPE OPTIONS

NOTE:
MINIMUM SIZE IS 24" DIAMETER

SIDE PROFILE

BLADE PROFILE

WEATHER BAND

LOUVER

SUBMIT FORM

ADDITIONAL COMMENTS:

http://mpvent.com/
http://mpvent.com/
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